Opto-line 2 safety light curtain

Opto-line2 safety light curtains have the class 2 standard level of safety.
In complance with theEC MACHINE DIRECTIVE (EN61496),theyhavebeen
certified with a class 2 Declaration of Conformity by the Ineris testing body.

. Small housing cross-section of 39 x 47 mm.

. Intended for hand or arm protection.

. 2 static outputs (shart circuit proteded) matching most of safety relays

. Alignmentaid on the devie.

. Optical synchmonizaton : no cable linkbetweenemitter and receiver
Permanent self-checking

. Use of corner mirrors or cascading device to protect severaldifferent

planes.

Class 2
Bx2-30-.. Protective fieldheight: ~ Scanningrange Protedion when Resolution Hand W
Safetylightcurtain 150 to 1850 mm upto12m using press ... 35 mm detection

TECHNICAL DATAS

Supply voltage 24 Vdc £ 10%

Power consumption 300 to 400 mA depending on height
ECM compeatibility EC marked

Emittinglight source | Modulatedinfraredlight

Scanning range Upto12m

Beams spacing 25 mm (resolution 35 mm)

Protective field height| 150 to 1850 mm (see tab)
“ Safety” output

2 static independent outputs
50 mA short-circuitprotected

Response time 2,3 t0 9,9 mS on shutdownand re-estabish-

ment and depending on height of the curtain

Signal output Provides indications about various states of the

device. 50 mA short circuit protected

Test input by opening the NC contact (simulates intrusion)
0to 50°C

Aluminium alloy coated with epoxy painting

IP 65 - Pg7 cable glands

Fixing Mounting brackets

Temperature range

Housing

Housing rating

Connexion Disconnect plugs

Self checking Permanent : safety class 2
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Accessories
. Safety relay
. Muting relay

(Productdescriptionon
request)

Cornermirror

. Differert heightsdepending on
Opto-line 2 safety light curtains

(Productdescription on request)
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